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Technical Data Sheet

Ghigh

Typical appliction

« Greenhouse
« Toplight
« Replacement for HPS/MH

Q

ARLI

Technical description

Mains voltage
Connection
Protection rating
Light source
Optical system
Light management
Diffuser material
Housing material

Ambient temperature

220 - 240V AC, 50 - 60Hz
3-poles connector

IP 65

LED

Lenses

Fix /1-10V / DALI / Wireless DALI
PMMA

Aluminum

-20°Cto +50 °C

Dimensions

I 320 mm
W 296 mm
h 100 mm

Light distribution

Service lifetime (L90, B10) 70 000h
Impact rating IK 08 -
Accesories Led driver
Warranty Syears
Spectral distribution related to pmol/s

400(-582)nm So?g;?eoeonTm GOOEZeOc?) nm 7?32;;)’1 blue -red |blue - green|red - far red
16B72R MP 24% 0% 76% 0% 1:32 N/A N/A
16B52R20FR MP 24% 0% 58% 17% 1:24 N/A 1:03
72R16W850S2 MP 6% 13% 80% 1% 1:12.7 1:2 N/A
60R12FR16W850S2 MP 6% 13% 70% 10% 1:10.9 1:2 1:01
24R64W840S2 MP 15% 38% 45% 2% 1:31 1:26 N/A
12R12FR64W850S2 MP 20% 39% 33% 8% 1:17 1:2 1:02
16B72R HP 21% 0% 79% 0% 1:38 N/A N/A
16B52R20FR HP 22% 0% 61% 17% 1:2.8 N/A 1:03
72R16W850S2 HP 5% % 83% 1% 1:155 1:2 N/A
60R12FR16W850S2 HP 6% 1% 73% 10% 1:131 1:2 1:01
24R64W840S2 HP 14% 36% 48% 2% 1:34 1:26 N/A
12R12FR64W850S2 HP 19% 38% 33% 10% 1:1.8 1:2 1:03
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Spectrum Power Ra umol/J umol/s umol/J  pmol/J | Im Im/W
consup.
16B72R MP 120w N/A 213 21 - 2055 17
16B52R20FR MP 120W N/A 207 2.0 -- 1635 13
72R16W850S2 MP 120W 50 225 22 - 5880 49
60R12FR16W850S2 MP 120w 50 219 22 - 5637 46
24R64W840S2 MP 144W 90 285 2.3 -- 17 025 n8
12R12FR64W850S2 MP 144W 85 285 22 -- 17 040 18
16B72R HP 228W N/A 501 2.4 -- 5595 24
16B52R20FR HP 219W N/A 477 23 - 4260 19
72R16W850S2 HP 228W 40 510 2.4 - 12 465 54
60R12FR16 W850S2 HP 228W 45 495 2.4 - 11595 50
24R64W840S2 HP 285W 94 555 21 - 31815 11
12R12FR64W850S2 HP 285W 89 555 21 - 31815 m
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Product code Configuration example

The technical specifications of the luminaire are
determined through the combination of 2 categories,
which result in a unique product code.

Gline
Value Code L )
Luminaire with spectrum 16B52R20FR MP
Model GChigh GHICH
16B72R MP 1A
16B52R20FR MP 1B Code: GHIGH 1B
Spectrum 72R16W850S2 MP 1c

60R12FR16W850S2 MP | 1D

24R64W840S2 MP 1E

12R12FR64W850S2 MP | 1F

16B72R HP 2A
16B52R20FR HP 2B
72R16W850S2 HP 2C

60R12FR1I6W850S2 HP | 2D

24R64W840S2 HP 2E

12R12FR64W850S2 HP | 2F
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